SKeMachinery®

Data for Offer

To receive an offer for hot or cold perforation equipment please provide us with the following data:

Please return by email to info@scan-convert.com

I. Type of equipment: I:I Hot I:ICold Comment:

2. Machine mechanical speed: m/min

3. Type of material:

4. Perforation width: mm
5. Film width: mm
6. Film thickness: um

7. Microperforation lay-out:

10 O e e

Square Ldzenge Rectangle In-line Spiréi ' Logo

8. Width of perforation rings: I:llo mm I:ISO mm I:' 100 mm I:II 50 mm |:|200 mm Other: mm
9. Needle diameter: I:'O,S mm I:lI,O mm I:I 1,4 mm DZ,O mm |:|2,5 mm Other: mm

10. Distance between needles: I:l3x3 mm |:|5x5 mm |:|7,5x7,5 mm l:’IOXIO mm I:I I5x15 mm Other: mm

I'l. Company:

12. Name of contact:

I 3. Telephone number:

14. Email:

WwWWwWw.scan-convert.com

Specialized Machines and Equipment for the Plastic Processing Industry

Scan*Convert A/S « Svendsagervej 8 « DK-5240 Odense NQ * Tel +45 66 109 101 ¢ E-mail info@scan-convert.com




